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Ind 54.001 Scope. This classification includes all factories and work-
shops (including all places where manual labor is employed), office build-
ings, telegraph and teleplione offices, mercantile establishments where
commodities are bought or sold, warehouses, railroad stations, exhibi-
tion buildings, and places where not more than 100 persons assemble for
recreation, entertainment, worship, or dining purposes.

History: 1-2-56; am. Register, December, 1981, No. 312, eff, 1-1-82.

Ind 54.01 Consiruction, height and allowable area. (1) Buildings in this
classification shall be of the type of construction and shall not exceed the
number of stories as specified in this section. The floor area of any such
building shall not exceed that permitted for the corresponding type of
construction and number of stories shown in Table 54.01.

Note: See s, Ind 51.03 for standards of classes of construction.

(2) ALLOWABLE INCREASE OF FLOOR AREAS. (a) When the entire build-
ing is protected by an approved automatic sprinkler system, the areas in
Table 54.01 may be increased by 150% for one-story buildings and 75%
for buildings of more than one story. (See example below.)

Note 1: See s. Ind 51.23 for approved automatie sprinkler system,

Note 2: Example

(from (tolal
Table 54.01) (if sprinklered) allowable)
1. One story 10,000 sq. ft. + (1.5 X 10,000) = 25,000 sq: ft.
2. Two or more stories 10,000 sq. ft. + (.75 X 10,000) = 17, 500 sq. ft.

(b) There shall be no area restriction in one-story buildings satisfying
one of the following conditions:

1. Construction meets the requirements for type No. 3 or 4 and is pro-
tected by an approved automatic sprinkler system.
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TABLE 54.01
ALLOWABLE HEIGHT STORIES.and AREA (Square Feet)
(Maximum gross floor area per floor)
Building
Frontage Number of Stories
Class of Construction Street :
Exposure 1 2 3 4 5 6 -7 8 - QOver 8

1. Fire-Resistive Type A ——
. : NO RESTRICTION —-

NO RE- . 20,000 17,000 14,000 11,000 . . 9,000 7,000 6,000
STRIC- 25,000 22,000 18,500 15,500 13,000 11,000 10,000 N.P.
TION 31,000 27,000 23,000 20,000 17,000 15,000 - : 14,000

37,000 32,000 27,500 24,500 21,000 19,000 - 18,000

2. Fire-Resistive Type B

3. Metal Frame Protected 21,000 18,000 15,000 12,000
26,500 23,000 19,500 16,000 @ —uo—  — N.P. _— —_—
32,000 28,000 24,000 20,000

37,500 33,000 28,500 24,000

4. Heavy Timber

17,000 14,000 11,000 9,000 . ‘
22,000 19,000 16,000 13,500 —m— —_— N.P. —_— —_—
27,000 24,000 21,000 . 18,000 :
32,000 29,000 26,000 22,500

15,500 13,500 9,500 8,000
20,000 17,000 14,000 12,500 —mr — N.P. —_—— —
24,500 21,500 18,500 15,500
29,000 26,000 23,000 19,500

5A. Exterior Masonry Protected

5B. Exterior Masonry Unprotected

14,000 11,500 9,000

18,000 15,000 12,500 N.P.. _— _—
22,000 19,000 16,000 : o

26,000 23,000 19,500

HA0D AALLVIILSININAV NISNOOSIM

6. Metal Frame Unprotected 14,000 11,500 9,000 '
18,000 15,000 12,500 ; NP. - ——= _—
22,000 19,000 16,000

26,000 23,000 19,500

12,500 7,500 5,500 - ‘

16,000 10,000 7,000 _N.P. B — _—
19,000 12,000 8,500 .

22,000 14,000 10,000

7. Wood Frame Protected

- 3[IpURIIAUL ‘DOIPO ‘SaLI0)oR

8. Wood Frame Unprotected 10,000 5,000 .
12,000 6,000 © N.P. —_— —_—
14,000 7,000

16,000 8,000

B CODI | R CODD I i CODD =t | i CODO = i CODO | I CODD = [ CODI [ > CODD = s O BN

Note: N.P. means ‘“not permitted.”
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_ 2. Construction meets the requirements for type 5 or 6 with all build-
ing elements listed in Table 51.03A of noncombustible materials and is
protected by an approved automatic sprinkler system.

a. Exception. Nonbearing partitions may be of fire-retardant treated
wood or combustible one-hour rated materials. Openings need not be
protected by rated fire door or rated fire window assemblies. Class A
roof coverings may be used. ‘

3. Construction of floors, walls, roof and structural framing is of
ml))rl)combustible material and the contents of building are noncombus-
tible. ’ ' ’ o

(¢) Buildings with no area limitations shall have a continuous -all-
weather, hard-surfaced area 30 feet or more in width for a distance of not
less than 50% of the perimeter of the building. These buildings shall
have at least one wall facing a street for its entire length. At least 2 of the
remaining building walls shall face streets for at least 50% of their re-
spective lengths. . ' o .

(3) No building shall be limited in area when divided into sections
whic¢h do not exceed the maximum areas tabulated in this section by fire
division walls. Such fire division walls shall be as specified in's. Ind 51.02

(13). All openings in such walls shall be protected by swinging, sliding or
overhead fire-resistive doors as specified'in s. Ind 51.047. Doors protect-
ing such openings may be left open if equipped with an automatic clos-
ing device activated by smoke density or products of combustion other
than heat. The automatic closing device may be installed to prevent ac-
cidental closing of the fire door in the event of a power outage to the
building if it is installed with a fusible link backup mechanism in addi-
tion to the smoke detection release device. Doors used as required exits
shall be standard exit doors and shall comply with the requirements of s.
Ind 51.19 (2).

(4) Streets shall be within 50 feet of the adjacent building side.witfhv no
obstructions between the street and the building which will impede fire-
fighting efforts. (See s, Ind 51.01 (124) for definition of street.)

History: 1-2-56; am. (2) and (3), Register, September, 1959, No. 45, off. 10-1-59; am. (3),
Register, February, 1971, No. 182, eff. 7-1-71; r. and recr. (3), eff. 8-1-71 and exp. 1-1-72; cr.
(3) eff. 1-1-72, Register, July, 1971, No. 187; r. and recr. (1) and (2), Register, June, 1972,
No. 198, eff. 1-1-73; r. and recr. (2) and (3), Register, September, 1973, No. 213, eff. 10-1-73;
cr. (2) (a) 2 a, Register, December, 1977, No. 264, eff. 1-1-78; am. (2) (b) 2. a. and (2) (c),
cr. (4), Register, November, 1978, No. 276, eff. 1-1-79; am. (3), Register, January, 1980, No.
289, off. 2-1-80; r. and recr. table, am. (2) (b) 2. and (3), Register, December, 1981, No. 312,
eff. 1-1-82; reprinted to correct errors in Table 54.01 and (2) (b) 2., Register, February, 1982,
No. 314.

Ind 54.0'2 Number and location of exits. (1) NUMBER OF EXITS.
Every bujlding and every floor level thereof shall have at least 2 exits.

(2) Exceptions. One exit will be permitted in the following condi-
tions:

: (a): Floor levels used entirely for storage‘ih buﬂdipgs 2 stories or less
in height and not over 3,000 square feet gross area per floor.

(b) Interior balconies or mezzanine floors not over 3,000 square feet
gross area used entirely for storage. :
Register, October, 1982, No. 322
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(c) Open interior balconies or open mezzanine floors not over 750
square feet gross area used for purposes other than nonoccupied storage.

(d) One-story office buildings, without a basement or mezzanine,
having a gross floor area, per floor, of not more than 1,800 square feet.
Only one office operation per floor level shall be permitted. The single
exit from the first floor or ground floor (s) shall be an outside exit serv-
ing only that floor level. ' ' :

(e) Retail establishments not over 750 square feet net area, provided
there are 2 directions for exiting from the entrance door of the store.

(3) OFFICE SUITE EXITING. One exit will be permitted from office suites
having a floor area of not more than 1,800 square feet net area, provided
there are 2 directions for exiting from the entrance door of the suite.

(4) * Exir ﬁISTANCE; (a) Exits shall be distributed or located so that
no part of any building within the scope of this chapter will be more than
1560 feet distant from an exit.

(b) . Where approved automatic sprinklers are provided throughout
the building, an increase in exit distance to 200 feet will be permitted.

(¢) Buildings having contents which are liable to burn with extreme
rapidity or from which poisonous fumes may be liberated or explosions
occur in case of fire, shall have exits provided so that the maximum dis-
tance to exit is limited to 75 feet.

(d) All of the above distances shall be measured along public passage-
ways and aisles.

Note: Also see 8. Ind 54.08 (1) for alternate exit distance provisions.

(5) Exit pisTRIBUTION. Exits in all buildings of this classification shall
be so located and distributed so as to afford the best possible egress.

History: 1-2-566; cr. (1) (c), Register, September, 1959, No. 45, eff. 10-1-59; am. (1) (b),
Register, February, 1971, No. 182, eff. 7-1-71; r. and recr. (1) (b) eff. 8-1-71 and exp. 1-1-72,
and cr. (1) (b) eff. 1-1-72, Register, July, 1971, No. 187; am. (1), Register, September, 1973,
No. 213, eff. 10-1-73; r. and recr. Register, December, 1978, No. 276, eff, 1-1-79; am. (4),
Register, January, 1980, No. 289, eff. 2-1-80; am. (4), Register, December, 1981, No. 312, eff.
1-1-82. . ;

Ind 54.03 Type of exits. (1) At least one-half of the exits required in
accordance with s. Ind 54.02 shall be stairways or standard exits to grade
as specified in ss. Ind 51.15-51.18. The other exits shall be either stair-
ways, standard exits, or horizontal exits as specified in s. Ind 51.19, or
fire escapes as specified in s. Ind 51.20. A fire escape will not.be accepted
as a required exit for any building level mere than 5 stories or 55 feet
above grade. An outside wooden stairway may be used as an exit for a 2-
story building.

(a) Exception. The width of required exit stairways serving unoccu-
pied areas (i.e., storage areas, equipment mezzanines and similar areas)
not exceeding 750 square feet may be reduced to 3 feet 0 inches. -

*See Appendixz A for further explanatory material.

Register, October, 1982, No. 322
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(b) Exception. Less than 3 risers may be used to elevated work sta-
tions (such as pharmacy floors, computer floors and similar areas) or to
altars, podiums and similar areas, not in a required exit passageway.

(¢} Exception. A spiral stairway may be used as a nonrequired conve-
nience stairway in addition to all other required exit stalrways in places
of employment.

(d) Exception. A rescue platform (exterior balcony) of combustible
construction may be used as a required second exit for 2-story buildings
gf t(:iype 7and 8 constructlon provided the following conditions are satis-

ie

'1. The exit serves 8 or les‘é people;

2. The exit platform is located not more than 10 feet above the adja-
cent exit discharge grade;

3! The platform drea is at least 14 square feet, with a minimum di-
mension of 3 feet;

- 4, The platform is designed for 80 pounds per square foot live load
plus dead load;

" 5."Railings are provided in accordance wnth the provisions of s. Ind
51.162; and

6. Platforms having solid floors are provided with a roof equal in area
to that of the platform. :

(2) Every building which will accommodate more than 50 persons
above the second story shall have at least 2 stairways.

" (3) Wherever stau'ways are required under this classification, ramps
with a slope not greater than one foot in 8 feet may be substituted.
Ramps shall comply with all the requirements for stairways as to con-
struction, enclosures, width, landing and lighting, and shall be surfaced
with an approved non-slip material.

History: 1-2-56; am. (1), Register, December; 1974 No. 228, eff. 1-1-75; cr. (1) (a) to (d),

- Register, December, 1977, No. 264, eff. 1-1-78; am. (1) (b), Register, December, 1978, No.
© 276, eff. 1-1-79; am. (1) (d) 5. and (3), Register, January, 1950, No. 289, eff. 2-1-80.

Tnd 54.04 Required exit width. (1) The total required exit width
from a building level shall be in accordance with the requirements of ss.
Ind 51.15 (6) and 51. 16 3.

(2) Standard fire escapes (s. Ind 51.20) may be substituted for stair-
ways to the extent of not more than ' of the required total width, sub-
ject to the provision of s. Ind 54.02.

'(3) Horizontal exits in accordance with the requn'ements of s. Ind
51.19 may provide up to one-half of the required exit width for any floor,
subJect to the provisions of s. Ind 54.02.

. Hlstory 1-2-56; am. (1) (a) and (b) and (3) (a) and (b), Register, June, 1972, No. 198,
off. 1-1-73; r. and recr. (1) and (3), r. (4), Register, December, 1974, No. 228, .eff. 1-1-76.

‘Ind 54.05 Capacity of buildings. (1) In calculafmg the aggregate
width of exits, the capacity of the bu11d1ngs shall be established as fol-
‘lows:

Register, October, 1982, No. 322
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- (a) Stores, first floor and basement -------------- 30 sq. ft. per person
(b) Stores, second floor and above --------------- 60 sq. ft. per. person
(c) Dining rooms, cafes, taverns, etc.---s--------- 10 sq. ft. per person
(d) Places of seated assemblage -------------------- 7 sq. ft. per person
(e) Warehouses e 300 sq. ft. per person
(f) Factories and offices --2---- 75 8q. ft. per person

(2) The above figures are based on the net area of each occupied
space. Where dining rooms, cafes, dance halls and places of seated as-
semblage accommodate more than 100 persons, see s. Ind 55.01.-

(3) In other occupancxes not specified above, the capacity shall be
determined by the actual number of persons liable t6'be accommodated
therein and no greater number of persons will be permitted therein,

Ind 54.06 Exit doors. (1) GENERAL. Every door which serves as an
‘exit from a building, public passageway or stairway shall be a standard
exit door as specified in s. Ind 51.15. «

(a) Exception. Exit doors serving rooms or suites accommodatmg 25
or less persons need not swing in the direction of egress.

(b) Exception. Exit doors serving spaces accommodating 10 or less
persons may be reduced in width to 2 feet 8 inches and need not swing in
the direction of egress.

(2) ILLUMINATED EXIT SIGNS. Every exit doorway from each floor,
other than the principal entrance on the first floor, shall be indicated by
an approved illuminated sign over the door bearmg the word EXIT or
OUT in plain letters not less than 5 inches in height.

History: 1-2-56; am. (1), Register, December, 1978, No. 276, eff. 1-1-79; am, Régisber,
January, 1980, No. 289, eff. 2-1-80.

Ind 54.07 Passageways. Where there is not dlrect access to outside
exit doors, safe and continuous passageways, aisles or corridors leading
directly to every exit shall be maintained at all times on all floors of all
buildings. Every passageway, aisle or corridor shall conform in width to
the rule for width of stairways as specified in ss. Ind 51.15 (6) and 51.16
(3). Widths shall be measured in the clear, at their narrowest points
produced by any projection, radiator, pipe or other object and the re-
quired width shall be maintained clear and unobstructed at all times.

- History: 1-2-56; am. Register, December, 1981, Né. 312, eff. 1-1-82.

Ind 54.08 Enclosure of stairways asld shafts. (1) (a) Except as pro-
vided in par. (b}, all stairways including landings, ramps and shafts
shall be enclosed as specified in s. Ind 51.02 (11). v

(b) 1. The stairways or shafts connectmg the first floor with one floor
level immediately adjacent to it (e.g., second story, mezzanine, ground
floor or basement) may be left open in buildings 2 stories or less in
height, and where the distance to an éxit from anywhere in the building
including the horizontal travel distance on the exit access stair, does not
exceed 100 feet in buildings not completely protected by an approved

Register, October, 1982, No. 322
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automatic sprinkler system or 150 feet in buldings completely protected
by an approved automatic sprinkler system; or .

2. Any stairway or shaft connecting the second floor, first floor and
basement or ground floor shall be separated at the first floor level or first
adjacent basement or ground floor level with fire resistive construction
as specified in Table 51.03-A or better in buildings 2 stories or less in
height, and where the distance to an exit from anywhere in the building
including the horizontal travel distance on the exit access stair, does not
exceed 100 feet in buildings not completely protected by an approved
automatic sprinkler system or 150 feet in buildings completely protected
by an approved automatic sprinkler system.

' (2) All doors opening into such enclosures shall be as specified ins.
Indh51.047, and all windows shall be of wired glass and metal frames and
sash.

Note: See ch. Ind 4, Wis. Adm. Code, for requirements governing the installation and
operation of elevators.

History: 1-2-66; am. (1) (a), (b), (c), (d) and (2), Register, February, 1971, No. 182, eff.
7-1-71; r. and recr. (1) (a), (b), (¢}, (d) and (2) eff. 8-1-71 and exp. 1-1-72; cr. (1) (a),.(b),
(c), (d) and (2) eff. 1-1-72, Register, July, 1971, No. 187; r. and recr. (1), Register, June,
1972, No. 198, eff. 1-1-73; am. (3), Register, December, 1977, No. 264, eff. 1-1-78; r. (3),
Register, December, 1978, No. 276, eff. 1-1-79; am. (1), Register, January, 1980, No. 289, eff.
2.1-80; am. (1), Register, October, 1982, No. 322, eff. 11-1-82. =

. Ind 54.10 Trap doors and floor openings. Every opening through
any floor or through any roof used by the public or by employes shall be
guarded by a substantial enclosure or rail not less than 3 feet 6 inches
high. Floor openings in buildings of more than 2 stories; unless enclosed
with fire-resistive enclosures as specified in s. Ind 54.08 shall be pro-
tected by fire-resistive doors as specified in s. Ind 51.047. ,

History: 1-2-56; am. II'\‘,egist.er,‘Febru'ary, 1971, No. 182, eff. 7-1-71; r. and recr. eff. 8-1-71
and exp. 1-1-72; cr. eff. 1-1-72, Register, July, 1971, No. 187. }

" Ind 54.105 Toeboards. A toeboard shall be provided at the exposed
. edges of all elevated platforms, walks, balconies, mezanines, ramps and
floor openings to prevent the fall of materials where the elevation differ-
ence is greater than 5 feet. The toeboard shall extend 4 inchés above the
finished floor. Where material is stockpiled to a height where the
toeboard does not provide adequate protection; additional measures
shall be taken to prevent the fall of materials.

A . . . . n .
(1) Exceprion. Toeboards are not required on stairways or ramps and
their landings or platforms. o

[History: Cr. Register, December, 1981, No. 312, eff. 1-1:82."

Ind 54.11 Lighting. (1)All stairways, fire escapes and exits and.the
passageways leading thereto when used at night shall be properly illumi-
nated to facilitate egress. The intensity of illumination shall be not less

. than 2.5 foot candles..,

. (2) Allgas jets or gas lighté in fact(;rieé or workshops where combusti-

" ble‘material is'used, shall be properly enclosed by globes or. wire cages, or
otherwise properly guarded. . o o

. Register, October, 1982, No. 322
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) Ind 54.12 Sanitary facilities. (1)° ToeT rooMs. The occupancies
included under the scope of this chapter-shall be provided with toilet
rooms as outlined in this section.

(a) Factories, office and mercantzle buildings. All factorles, office
and mercantile bu11d1ngs shall be provided with separate toilet rooms
for each sex, except as follows

1. Where not more than 10 employes or 25 patrons are accommodated
“one toilet room, shared in common, may be provided if the door of the
toilet room is equipped with a lock to ensure privacy.

2. Separate toilet rooms for the employes and the general public need
not be provided if the toilet rooms are accessible to both employes and
the general public.

3. Toilet facilities need not be provided in buildings and structures
which provide service to people in automobiles, such as drive-in bank
teller booths, photography and film service booths, or parking lot at-
tendant booths, but not including drive-in restaurants, provided that a
written statement is submitted to the department showing proof that
convenient, toilet facilities are available during all periods of operation.
The requirement for toilet facilities is also waived for mobile crews and
for unattended buildings, provided the employes have access to avail-
able toilet facllltles

- (b) Shopping centers. In shopping centers, separate toilet rooms for
each sex shall be provided for use by the general public. The toilet rooms
may be located in the public mall or in the individual stores. Separate
toilet rooms for each sex shall be provided for the employes in each
store. In stores which accommodate not more than 10 employes and 25
patrons, one toilet room to accommodate both sexes will be acceptable.
A store which has a net area of 750 square feet or less is not required to
be provided with toilet rooms for the employes if the employes have ac-
cess to the public toilet rooms located in the mall.

Note #1: The department recommends that public tmlet rooms in the mall be conveniently
located for patron use and that the travel distance between seta of public toilet rooms be less
. than 400 feet

>

' Note #2: See ss. Ind 54.12 (1) (d) and b5. 32 for requu-ements for toilet rooms for other use
' groups which may also be included in shopping TS,

(¢). Places of worship. Places of worship whlch are included under the
scope of this chapter shall be provided with separate toilet rooms for
each sex.

(d) Places for entertainment, recreation and seated dining. Restau—
rants, taverns, and places for’ entertamment and recreation which are
included under the scope of this chapter shall be provided with separate
toilet rooms for each sex. Separate toilet rooms for employes and the
general public are not required.

Note: See ch. HSS 196, Wis. Adm Code, rules of the department of health and social
~_ services, for su tary reql ts for toilet room famhtles in restauranta.

(e) Garages service statwns and filling statzons Toilet rooms shall
be provided in accordance with the requirements of this subsection.
" Register, October, 1982, No. 322
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1. Garages. Separate toilet rooms for each sex shall be provided in all
service and repair garages, body shops, automobile tire and battery
shops, and buildings of similar use, except that a single toilet room,
shared in common, may be provided in buildings which accommodate
not more than 10 employes or 25 patrons. Separate toilet rooms for em-
ployes and patrons need not be provided if toilet rooms are accessible to
both employes and patrons.

2. Service stations and filling stations. Separate toilet rooms for each
sex shall be provided in service stations and filling stations, including
self-gservice stations. Separate toilet rooms for employes and patrons
need not be provided if toilet rooms are accessible to both employes and
patrons.

(2) Sanitary fixtures. In public buildings and places of employment,
except taverns, restaurants, filling stations and service stations, the total
number of sanitary fixtures required in the building shall be based upon
the total number of occupants of the building and shall be determined
from the ratios established in Table 54.12-A, but in no case shall the
ratio of the number of fixtures to the number of employes be less than
those specified in Table 54.12-B. The total number of occupants will be
considered equally divided between men and women unless a different
ratio is approved by the department. The requirements of this section
dZ 1not't 1a;pply to the buildings exempt from toilet rooms under s. Ind
54.12 .

(a) Exceptions: 1. Taverns and restaurants shall provide at least one
toilet room for each sex.

a. Taverns and restaurants accommodating 50 or less total occupants
shall provide at least one water closet (WC) and one lavatory (L) for
each sex. ‘

b. Taverns and restaurants accommodating 50 to 100 occupants in to-
tal shall provide at least 2 water closets (WC) and one lavatory (L) for
the females and at least one water closet (WC), one urinal (U) and one
lavatory (L) for the males.

¢. Taverns and restaurants accommodating more than 100 occupants
i% gotal shall be provided with sanitary fixtures as specified in Table
55.32, ‘

Register, October, 1982, No: 322
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TABLE 54.12-A

NUMBER OF FIXTURES REQUIRED FOR OCCUPANTS

Fupyeuea ‘Sunwey puw Surpimyg
338 "ON ‘G861 ‘1900 ‘1998130Yy

Type of Fixture
Number of Occupants Water Closets (WC) Urinals (U) Lavatories (L) Showers (S)1 Drinking
Males (M) | Females (F) Males (M) Facilities (DF)
1- 100 occupants of each sex 1 1 0 . i
101- 200 occupants of each sex 1 2 1 One (DF) for
201- 300 occupants of each sex 1 3 w2 Lo each 150 occup-
301- 400 occupants of each sex 2 4 2 One (L) for None pants up to 600
401- 500 occupants of each sex 2 5 3 ‘each 2 (WC) required or fraction
501- 600 occupants of each sex 2 -] 4 or (U), or .
Over 600 occupants of each sex One (WC) for | One (WC) for | One (U) for both or fraction One additional
each addi- each addi- each addi- ’ (DF) for each
tional 600 tional 275 tional 500 additional 3000
(M), or ¥), or M), or occupants, or fraction
fraction fraction fraction -

1Showers shall be provided in public pool facilities and for occupants exposed to occupational hazards such as poisons, infectious or irritating materials.
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TABLE5412-B - & = : :
NUMBER OF FIXTURES REQUIRED FOR EMPLOYES

. Type of Fixture '
Number of Employes . an Water Closets (WC) Urinals (U) Lavatories (L) Showers (S)1 - | - Dnnkmg )
. : g - Males (M) | Females (F) - Males (M) i - |. TFacilities (DF) -
0- 15 employes of each sex 1 1 0
16- 35 employes of each sex 1 2 1 .
36- 55 employes of each sex . 2 3 1 - T
56- 80 employes of each sex 2 4 2 - One (L) for * One (S) for One (DF) for each
81-110 employes of each sex 3 5 2 -each 2 (WC) each 10 em- 100 employes, or
111-150 employes of each sex 4 6 2 - and/or (U), ployes of fraction
Over 150 erployes of each sex One additional fixture for each - or fraction ~ | each sex, ’
. additional 40 employes of each sex; . ' or fraction
2/3 of the additional water closets ’ -
for males may be urinals. -

s[1JUBdIGUT ‘BIYJO ‘BO1I0IIBT

‘AYLSNANI 40 "LdHd

1ghowers shall be provided in public pool facilities and for employes exposed to occupational hazards such es poisons, infectious or irritating materials.

Note #1: Examples: Example #1: Mercantile building with 300 patrons and 50 employes = 350 total occupants; equally divided between sexes = 175 males, 175
females. From Table 54.12-A, 101-200 occupants of each sex: males require one water closet, one urinal, one lavatory; females require 2 water closets, one lavatory.
Check for compliance with Table 54.12-B for employes: 50 employes, equally divided between sexes = 25 males, 25 females; 16-35 employes of each sex, males
require one water closet, one urinal, one lavatory; females require 2 water closets, one lavatory. Therefore, the number of fixtures requu'ed by Table 54.12-A also
satisfies the requirements of Table 54.12-B for employes and governs.

Example #2: Office building with 300 employes and 50 patrons = 350 total occupants; equally divided between sexes = 175 males, 175 females. From Table 54.12-
A, 101-200 occupants of each sex: males require one water closet, one urinal, one lavatory; females require 2 water closets, one lavatory. Check for compliance with
Table 54.12-B for employes. 300 employes, equally divided between sexes = 150 males, 150 females; 111-150 employes of each sex, males require 4 water closets, 2
urinals, 31 ies; f require 6 water cl , 31 es. Therefore, the number of fixtures required by Table 54.12-B for employes is more restnctwe and

governs,

Note #2: The ratios estabhshed in Table 54.12-B for employes are taken directly from the U.S. Department of Labor, Occupational Safety and Health Act
(OSHA) regulations. Therefore, 5. Ind 50.25, petitions for modification, is not apphcable to the requirements of this table.

Note #3: See also rules of the deparh:nent of health and social services for sanitary fixtures for public swiraming places, mobile home parks, camping grounds,
cnmpmg resorts, recreational camps and' éducational camps.

Note #4: See Wis. Adm. Code Ch. Ind 1000-2000—Wis. Safety and Health Code, for additional washing facilities required in places of employment where
environmental hazards are present.
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2. Filling stations and service stations shall provide at least one toilet
room for each sex. A minimum of one water closet (WC) and one lava-
tory (L) shall be provided for each sex, but in no case shall the ratio of
number of fixtures to number of employes be less than those spec1f1ed in
Table 54.12-B.

History: 1-2-56; am. (3) (a) and (b), and (6) , Register, September, 1959, No. 45, eff. 10-1-
59; r. and recr. Register, December, 1976, No. 262, eff. 1-1-77; am. (1) (a) 1, @) (b) and (e)
1,r. (1) (e) 3, r. and recr. (2), Register, December, 1977, No. 264, off. 1-1-78; am. (2) (intro.)
and (2) (a) 2., Register, December, 1978, No. 276, eff. 1-1-79; r. and recr. table and; (2) (a) 1.,

Register, December, 1981, No. 312, eff. 1-1-82; r. and recr. (2) (a) 1., Register, October, 1982,
No. 322, off. 11-1-82.

Ind 54.13 Change rooms and lunchrooms. (1) CHANGE ROOMS.
Change rooms equipped with storage facilities for street clothes shall be
provided where employes are required to wear protective clothing due to
the nature of the employment and where employes are exposed to toxic
materials and industrial poisons. Separate storage facilities for street
clothes and work clothes shall be provided for employes who work with
industrial poisons.

Note: See also ch. HSS 196, WIS Adm. Code rules of the department of health and social
services, for requirements for dressing rooms and lockers in restaurants.

(2) Luncurooms. A space for eating lunches shall be provided in all
places of employment where there is exposure to injurious dusts, toxic
material and industrial poisons. Such space shall be physically separate
from- any location where there is exposure to toxic materlals Toilet
rooms shall not be permitted to serve as lunchrooms.

Hlstory Cr. Register, December, 1976, No. 252, eff. 1-1-77.

Ind 54.14 Isolation of hazards. (1) GeneraL. All fuel-fired heating
boilers and furnaces, power boilers, fuel rooms and breeching, storage
vaults for paints, 01ls and similar combustibles and other similar
hazardsin a bu11d1ng shall be isolated from the rest of the building by at
least a 2-hour fire-resistive enclosure as specified in ss. Ind 51.04 to
51.049; except that in buildings not more than 2 stories in height and
having a floor area of not more than 3,000 square feet per floor, a 1-hour
fire-resistive enclosure as specified in ss. Tnd 51.04 to 51.049, or better,
shall be provided.

Note: See ch. Ind 8, Wis. Adm. Code, for isolation of flammable and combustible liquids.

(2) ProTECTION OF OPENINGS. All openings shall be protected with
self-closing fire-resistive doors as specified in s. Ind 51.047.

(3) SusPENDING EQUIPMENT. Gas and liquid fuel-fired space heaters;
suspended furnaces; vented and unvented unit heaters; and boilers and
water heaters up to 200,000 BTU input may be used without an enclo-
sure where tlie installation conforms to the provisions of s. Ind 64.21 and
is approved by the department. Where suspended firnaces, vented and
unvented unit heaters, boilers and water heaters are used without an
enclosure, all such units shall be located at least 7 feet above the floor.
The blow-off pipe for suspended boilers and water heaters shall be ex-
tended down to within 6 inches of the floor. ,

History: 1-2-56; am. (1) and (2), Register, February, 1971, No. 182, eff. 7-1-71; r. and recr.

(1) and (2) eff. 8-1-71 and exp. 1-1-72; cr. (1) and (2) eff. 1-1-72, Register, July, 1971, No.
187; renum. from 54.13, Register, December, 1976, No. 252, eff. 1-1-77; am. (3), Register,

" December, 1978, No. 276, eff. 1-1-79; am, Register, December, 1981, No. 312, eff, 1-1-82; am.

(3), Register, October, 1982, No. 322, eff. 11-1-82.

Register, October, 1982, No. 322
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Ind 54.145* FIRE EXTINGUISHERS. Portable fire extinguishers shall be
provided and maintained as specified in s. Ind 51.22.

History: Cr. Register, December, 1981, No. 312, eff. 1-1-82.

Ind 54.15 Standpipes. (1) FIRE DEPARTMENT STANDPIPES. Fire depart-
ment standpipes shall be provided in all buildings exceeding 60 feet in
height.

(2) FIRST-AID STANDPIPES. First-aid standpipes shall be provided in all
buildings 3 stories or more in height in which the floor area of each story
is more than 3,000 square feet, unless the floor area is divided with
noncombustible 0-hour or 8/4-hour or better rated partitions into areas
of 8,000 square feet or less, or unless an approved automatic sprinkler
system is installed.

History: 1-2-56; renum. from 54.14 and r. and recr. Register, December, 1976, No. 252, eff.
1-1-77; am. (2), Register, December, 1977, No. 264, eff. 1-1-78.

Ind 54.16 Automatic sprinklers.

History: 1-2-56; r. and recr., Register, December, 1970, No. 180, eff, 1-1-71; am. (1) (d),
Register, June, 1972, No. 198, eff. 1-1-73; renum. from 54.15, Register, December, 1976, No.
252, eff, 1-1-77; r. Register, June, 1983, No. 330, eff. 7-1-83.

Note: See s. Ind 52.015 for requirements pertaining to automatic fire sprinkler systems,

Ind 54.17 Fire alarms. (1) FACTORY AND WORKSHOP. A manual fire
alarm complying with the requirements of s. Ind 51.24 shall be provided
in every factory or workshop where more than 10 persons are employed
above the second story, except as follows:

(a) Buildings provided with a complete automatic sprinkler system; or

(b) Buildings of fire resistive type 1 or 2 construction whose contents
are noncombustible.

(2) OFFICE BUILDINGS. A manual fire alarm complying with the re-
quirements of s. Ind 51.24 shall be provided in office buildings complying
with either of the following conditions:

(a) Four stories or more in height; or

(b) 15,000 square feet or more on any floor level above or below a floor
of exit discharge.

History: 1-2-56; am. Register, June, 1972, No, 198, eff. 1-1-73; renum. from 54.16, Register,
%)Zecember, 1976, No. 252, eff. 1-1-77; r. and recr. Register, December, 1981, No. 312, eff. 1-1-

Ind 54.18 Floor load signs. (1) In every factory, workshop, warehouse,
or other building where material is piled, notices of a permanent charac-
ter shall be painted or otherwise prominently displayed, stating the live
load in pounds per square foot which the floor is designed to carry. Such
notices shall be placed in full view, on each floor.

*See Appendix A for further explanatory material.

_Register, June, 1983, No. 330
Building and heating, ventilating
and air conditioning code
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(2) Where floors-are always used for the storage of some particular
material, the walls shall be marked to the height to which the material
shall be p11ed without exceeding the safe load.

History: 1-2-56; renum. from 54.17, Register, December, 1976, No 252, eff, 1-1-77.

Ind 54.19 Signs indicating number of persons. In all buildings of this
classification where 50 or more persons are accommodated on any floor
above the second, notices shall be prominently displayed stating the
maximum number of persons on each floor for whom stairways and other
exits have been provided according to ss. Ind 54.02—54.06. Such notices
shall be placed in full view, on each floor.

History: 1-2-56; renum. from 54.18, Register, December, 1976, No. 252 eff, 1-1-77.

FP  Ind 54.20 No smoking signs. Smoking shall not be permitted in retail
establishments where flammable materials are handled or sold. Suitable
signs bearing the words “No Smoking” shall be erected in all places
where such hazard exists. :

History: 1-2-56; renum. from 54.19, Register, December, 1976, No. 252, eff. 1-1-77.

Ind 54.21 Tents. All tents used for sales or storage purposes shall con-
form to the requirements specified in ss. Ind 62.42—62.51.

History: Cr. Register, September, 1959, No. 45, eff, 10-1-59; renum. from 54.20, Register,
December, 1976, No. 252, eff. 1-1-77; am. Register, December, 1981, No. 312, eff. 1-1-82.

Ind 54.22 Mini-warehouses. (1) ScoPE. This section applies to mini-
warehouses.

(2) CLASS OF CONSTRUCTION. Mini-warehouses shall be of at least type
8, wood frame unprotected construction.

(8) CONTENTS. Storage of hazardous materials or vehicles in mini-
warehouses is prohibited. The owner shall submit an affidavit to the de-
partment stating that the building will not be used for this purpose.

(4) NUMBER OF EXITS. (a) Except as provided in par. (b), 2 exits shall
be required from each storage compartment.

| (b) One exit is permitted from compartments of 3,000 square feet or
ess. '

(5) TYPE oF EXITS. (a) Standard exit doors shall be required from com-
partments with the capacity of 25 persons or more, using the capacity
ratios established in s. Ind 54.05.

Register, June, 1983, No. 330
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(b) Nonstandard exit doors such as overhead, sliding and similar
doors may be used for compartments with a capacity of less than 25 per-
sons.

History: Cr. Register, December, 1978, No. 276, eff. 1-1-79; r. and recr. Register, Decem-
ber, 1981, No. 312, eff. 1-1-82.

Ind 54.50 Garages. History: 1-2-56; r. and recr. (2) (c), Register, September, 1959, No.
45, off. 10-1-59; am. Register, January, 1961, No. 61, eff. 2-1-61; am. (3) (a), Register, De-
cember, 1967, No. 144, eff. 1-1-68; am. (2) (a) intro. par., (b), (¢}, (d) and (3) intro. par.,
Register, February, 1971, No. 182, eff. 7-1-71; r. and recr. (2) (a) intro. par., (2) (b), (c¢), (d)
and (3) intro. par., eff. 8-1-71, exp. 1-1-72; cr. (20 (a) intro. par., (2) (b), (¢}, (c) and (3)
intro. par., eff. 1-1-72, Register, July, 1971, No. 187; am. (2) (a), Register, June, 1972, No.
198, eff. 1-1-73; am. (2) (b) and (3) (a), Register, December, 1975, No. 240, off. 1-1-76;
renum. from 57.50 and am, Register, December, 1976, No. 252, eff. 1-1-77; r. Register, Decem-
ber, 1981, No. 312, eff, 1-1-82.

Ind 54.51 Filling stations; buildings and structures. History: 1-2-56; am. (2) (a); cr.
(2) (a) 1., Register, September, 1959, No. 45, eff. 10-1-59; am. (2) (d) and (2) ) 3,
Register, February, 1971, No. 182, eff. 7-1-71; r. and recr. (2) (d) and (2) (f) 3., eff. 8-1-71,
exp. 1-1-72; cr. (2) (d) and (2) (f) 3. eff. 1-1-72, Register, July, 1971, No. 187; am. (2) (a),
(b), (c), Register, June, 1972, No. 198, eff. 1-1-73; am. (2) (d), Register, December, 1975,
No. 240, eff. 1-1-76; renum, from 57.51, Register, December, 1976, No. 252, eff. 1-1-77; r.
Register, December, 1981, No. 312, eff. 1-1-82.

Ind 54.52 Automobile tire or battery shops. History: 1-2-66; renum. from 57.52 and am.
Register, December, 1976, No. 252, eff. 1-1-77; r. Register, December, 1981, No. 312, eff, 1-1-
82,

Register, December, 1981, No. 312
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